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12AWG CL2 EXTENSION CABLE 
SPECIFICATIONS
Length: 5’, 10’, 25’, 50’, 100’ 

Weight: 0.55, 1.0, 2.45, 4.95, 9.70 lbs

Construction: Triple-Jacketed CL2 Cable, Gold Plated 
Pins, Twisted Pairs 

Color: White

Wire: 12AWG Marine-Grade Tinned Wire (2 Conductor)

Warranty: 5-Year Limited Warranty*

12AWG CC EXTENSION CABLES (CL2)

The 12AWG CC Extension Cables are CL2 rated 
for in-wall use. These are ideal in situations where a 
thicker gauge wire is required indoors, such as with 
the CRS series of amplifiers.
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ORDERING INFORMATION

CORPORATE OFFICE
1270 GLEN AVENUE

MOORESTOWN, NJ 08057

p. 800.719.1996
info@coastalsource.com

coastalsource.com

Please visit coastalsource.com for more information
or call us at 1-800-719-1996. You will always be

pleased you purchased a Coastal Source product.

*Lifetime Warranty for certified installations. See terms and conditions of sale for details.
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C (CABLE)

COMPATIBLE PRODUCTS

C
e.g. C0512/2WT = 5’ 12AWG CC CL2 Extension Cable 
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GAUGELENGTH (FEET) COLOR

WT (WHITE)/2 (2 CONDUCTOR)

CONDUCTORS
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JBX CC Pass-
through Box

JBX-PT

JBX | For Non-CS Cable JBX | For CS Cable

 CRS CC Output 
Cable Adapters

CRSCCOCA-PR
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Black (+)
7.87

Red (-)

Blue (+)

CL2 22AWG 
shielded braided cableFemale

Black CH (+)
White CH (-)
Blue CH (+)
Red CH (-)

4x brass pin fit wire
entry side of Phoenix

White molded brass pins with 
black marking 
CH, +,-

7.87

White (-)

Black (+)

CL2 22AWG 
shielded braided cableFemale

Black CH (+)
White CH (-)
Blue CH (+)
Red CH (-)

4x brass pin fit wire
entry side of Phoenix

White molded brass pins with 
black marking 
CH, +,-

Red (-)
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7.87
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CL2 22AWG 
shielded braided cableFemale

Black CH (+)
White CH (-)
Blue CH (+)
Red CH (-)

4x brass pin fit wire
entry side of Phoenix

White molded brass pins with 
black marking 
CH, +,-

7.87

White (-)

Black (+)

CL2 22AWG 
shielded braided cableFemale

Black CH (+)
White CH (-)
Blue CH (+)
Red CH (-)

4x brass pin fit wire
entry side of Phoenix

White molded brass pins with 
black marking 
CH, +,-

Red (-)
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CRS AmplifiersCRSxxx/x
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